
V 46

Product data:

Materiale Nome {} sp {Spessore}|mm Peso|kg/m2 Formato

Carbon steel O 46 x 5 - 1 x 0,8 0.8 2.6 Coil|1000

Carbon steel O 46 x 5 - 1 x 0,8 0.8 2.6 Coil|1000

Carbon steel O 46 x 5 - 1 x 0,8 0.8 2.6 Coil|1000

Carbon steel O 46 x 5 - 1 x 0,8 0.8 2.6 Coil|1000

Carbon steel O 46 x 5 - 1 x 0,8 0.8 2.6 Coil|1000

Carbon steel O 46 x 5 - 1 x 0,8 0.8 2.6 Coil|1000

Carbon steel O 46 x 5 - 1 x 0,8 0.8 2.6 Coil|1000

Carbon steel O 46 x 5 - 1 x 0,8 0.8 2.6 Coil|1000

Carbon steel O 46 x 5 - 1 x 0,8 0.8 2.6 Coil|1000

Carbon steel O 46 x 5 - 1 x 0,8 0.8 2.6 Coil|1000

Carbon steel O 46 x 5 - 1 x 0,8 0.8 2.6 Coil|1000

Carbon steel O 46 x 5 - 1 x 0,8 0.8 2.6 Coil|1000

Carbon steel O 46 x 5 - 1 x 0,8 0.8 2.6 Coil|1000

Carbon steel O 46 x 5 - 1 x 0,8 0.8 2.6 Coil|1000

Carbon steel O 46 x 5 - 1 x 0,8 0.8 2.6 Coil|1000

Carbon steel O 46 x 5 - 1 x 0,8 0.8 2.6 Coil|1000

Carbon steel O 46 x 5 - 1 x 0,8 0.8 2.6 Coil|1000

Carbon steel O 46 x 5 - 1 x 0,8 0.8 2.6 Coil|1000

Carbon steel O 46 x 5 - 1 x 0,8 0.8 2.6 Coil|1000

Carbon steel O 46 x 5 - 1 x 0,8 0.8 2.6 Coil|1000

Carbon steel O 46 x 5 - 1 x 0,8 0.8 2.6 Coil|1000

Carbon steel O 46 x 5 - 1 x 0,8 0.8 2.6 Coil|1000

Carbon steel O 46 x 5 - 1 x 0,8 0.8 2.6 Coil|1000

Carbon steel O 46 x 5 - 1 x 0,8 0.8 2.6 Coil|1000

Carbon steel O 46 x 5 - 1 x 0,8 0.8 2.6 Coil|1000

Carbon steel O 46 x 5 - 1 x 0,8 0.8 2.6 Coil|1250

Carbon steel O 46 x 5 - 1 x 0,8 0.8 2.6 Coil|1250

Carbon steel O 46 x 5 - 1 x 0,8 0.8 2.6 Coil|1250

Carbon steel O 46 x 5 - 1 x 0,8 0.8 2.6 Coil|1250

Carbon steel O 46 x 5 - 1 x 0,8 0.8 2.6 Coil|1250

Carbon steel O 46 x 5 - 1 x 0,8 0.8 2.6 Coil|1250

Carbon steel O 46 x 5 - 1 x 0,8 0.8 2.6 Coil|1250

Carbon steel O 46 x 5 - 1 x 0,8 0.8 2.6 Coil|1250

Carbon steel O 46 x 5 - 1 x 0,8 0.8 2.6 Coil|1250

Carbon steel O 46 x 5 - 1 x 0,8 0.8 2.6 Coil|1250

Carbon steel O 46 x 5 - 1 x 0,8 0.8 2.6 Coil|1250

Carbon steel O 46 x 5 - 1 x 0,8 0.8 2.6 Coil|1250

Carbon steel O 46 x 5 - 1 x 0,8 0.8 2.6 Coil|1250

Carbon steel O 46 x 5 - 1 x 0,8 0.8 2.6 Coil|1250

Carbon steel O 46 x 5 - 1 x 0,8 0.8 2.6 Coil|1250

Carbon steel O 46 x 5 - 1 x 0,8 0.8 2.6 Coil|1250

Carbon steel O 46 x 5 - 1 x 0,8 0.8 2.6 Coil|1250

Carbon steel O 46 x 5 - 1 x 0,8 0.8 2.6 Coil|1250

Carbon steel O 46 x 5 - 1 x 0,8 0.8 2.6 Coil|1250

Carbon steel O 46 x 5 - 1 x 0,8 0.8 2.6 Coil|1250

Carbon steel O 46 x 5 - 1 x 0,8 0.8 2.6 Coil|1250

Carbon steel O 46 x 5 - 1 x 0,8 0.8 2.6 Coil|1250

Carbon steel O 46 x 5 - 1 x 0,8 0.8 2.6 Coil|1250

Carbon steel O 46 x 5 - 1 x 0,8 0.8 2.6 Coil|1250

Carbon steel O 46 x 5 - 1 x 0,8 0.8 2.6 Coil|1250

Carbon steel O 46 x 5 - 1 x 1 1.0 3.3 Coil|1000

Carbon steel O 46 x 5 - 1 x 1 1.0 3.3 Coil|1000

Carbon steel O 46 x 5 - 1 x 1 1.0 3.3 Coil|1000

Carbon steel O 46 x 5 - 1 x 1 1.0 3.3 Coil|1000

Carbon steel O 46 x 5 - 1 x 1 1.0 3.3 Coil|1000

Carbon steel O 46 x 5 - 1 x 1 1.0 3.3 Coil|1000

Carbon steel O 46 x 5 - 1 x 1 1.0 3.3 Coil|1000

Carbon steel O 46 x 5 - 1 x 1 1.0 3.3 Coil|1000

Carbon steel O 46 x 5 - 1 x 1 1.0 3.3 Coil|1000

Carbon steel O 46 x 5 - 1 x 1 1.0 3.3 Coil|1000

Carbon steel O 46 x 5 - 1 x 1 1.0 3.3 Coil|1000

Carbon steel O 46 x 5 - 1 x 1 1.0 3.3 Coil|1000

Carbon steel O 46 x 5 - 1 x 1 1.0 3.3 Coil|1000

Carbon steel O 46 x 5 - 1 x 1 1.0 3.3 Coil|1000

Carbon steel O 46 x 5 - 1 x 1 1.0 3.3 Coil|1000

Carbon steel O 46 x 5 - 1 x 1 1.0 3.3 Coil|1000

Carbon steel O 46 x 5 - 1 x 1 1.0 3.3 Coil|1000

Carbon steel O 46 x 5 - 1 x 1 1.0 3.3 Coil|1000

Carbon steel O 46 x 5 - 1 x 1 1.0 3.3 Coil|1000

Carbon steel O 46 x 5 - 1 x 1 1.0 3.3 Coil|1000

Carbon steel O 46 x 5 - 1 x 1 1.0 3.3 Coil|1000

Carbon steel O 46 x 5 - 1 x 1 1.0 3.3 Coil|1000

Carbon steel O 46 x 5 - 1 x 1 1.0 3.3 Coil|1000

Carbon steel O 46 x 5 - 1 x 1 1.0 3.3 Coil|1000

Carbon steel O 46 x 5 - 1 x 1 1.0 3.3 Coil|1000

Carbon steel O 46 x 5 - 1 x 1 1.0 3.3 Coil|1250

Carbon steel O 46 x 5 - 1 x 1 1.0 3.3 Coil|1250

Carbon steel O 46 x 5 - 1 x 1 1.0 3.3 Coil|1250

Carbon steel O 46 x 5 - 1 x 1 1.0 3.3 Coil|1250

Carbon steel O 46 x 5 - 1 x 1 1.0 3.3 Coil|1250

Carbon steel O 46 x 5 - 1 x 1 1.0 3.3 Coil|1250

Carbon steel O 46 x 5 - 1 x 1 1.0 3.3 Coil|1250

Carbon steel O 46 x 5 - 1 x 1 1.0 3.3 Coil|1250

Carbon steel O 46 x 5 - 1 x 1 1.0 3.3 Coil|1250

Carbon steel O 46 x 5 - 1 x 1 1.0 3.3 Coil|1250

Carbon steel O 46 x 5 - 1 x 1 1.0 3.3 Coil|1250

Carbon steel O 46 x 5 - 1 x 1 1.0 3.3 Coil|1250

Carbon steel O 46 x 5 - 1 x 1 1.0 3.3 Coil|1250

Carbon steel O 46 x 5 - 1 x 1 1.0 3.3 Coil|1250

Carbon steel O 46 x 5 - 1 x 1 1.0 3.3 Coil|1250

Carbon steel O 46 x 5 - 1 x 1 1.0 3.3 Coil|1250

Carbon steel O 46 x 5 - 1 x 1 1.0 3.3 Coil|1250

Carbon steel O 46 x 5 - 1 x 1 1.0 3.3 Coil|1250

Carbon steel O 46 x 5 - 1 x 1 1.0 3.3 Coil|1250

Carbon steel O 46 x 5 - 1 x 1 1.0 3.3 Coil|1250

Carbon steel O 46 x 5 - 1 x 1 1.0 3.3 Coil|1250

Carbon steel O 46 x 5 - 1 x 1 1.0 3.3 Coil|1250

Carbon steel O 46 x 5 - 1 x 1 1.0 3.3 Coil|1250

Carbon steel O 46 x 5 - 1 x 1 1.0 3.3 Coil|1250

Carbon steel O 46 x 5 - 1 x 1 1.0 3.3 Coil|1250


